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Fiberglass Products
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Fiberglass Cloth and Tape are manufactured specially for
Òwet lay-upÓ applications and are recommended as a
build-up material for pattern shop use.

Fiberglass Cloth and Tape have a fairly open, plain weave
that provides good draping quality, complete wetability,
and optimum cure time. The Volan ÒAÓ surface treatment
provides excellent lamination capability between glass,
polyesters, phenolics or epoxies.

Fiberglass Cloth is 38Ówide, is available in three thick-
nesses, and is generally sold by the yard (although 
complete rolls may be purchased). Fiberglass Tape is
sold in 50 yard rolls, is .012Ò thick and is available in 
three widths.

Fiberglass Cloth and T ape

Cloth

Tape

How to Order Fiberglass Cloth
(Specify number of yards.)

Thickness Weight (Oz.) Width Yards Catalog
(Inches) Per Sq.Yard (Inches) Per Roll Number

.013 9.6 38 125 981-7500

.029 20.0 38 100 981-7587

.044 38.6 38 50 981-1597

How to Order Fiberglass T ape
(Specify number of rolls.)

Thickness Weight (Oz.) Width Yards Catalog
(Inches) Per Sq.Yard (Inches) Per Roll Number

.012 8.71 1-1/2 50 981-520V15

.012 8.71 3 50 981-520V3

.012 8.71 6 50 981-520V6

Structural Fiberglass Tubes

These quality Structural Fiberglass Tubes can be used to
build checking fixtures, vacuum forming dies or other
tooling. Made of treated fiberglass cloth of uniform wall
thickness, they are used on large jobs mainly for support
to bring irregular parting surfaces to a flat plane.
Round or square shaped Structural Fiberglass Tubes are
available in diameters (widths) of 1Ó, 1-3/4Ó, 2Ó, or 2-1/2Ó
and in standard lengths of 8Õ or 10Õ.

To order please specify shape (round or square),
width or diameter, length and quantity desired.

Honeycomb Fiberglass Panels

Honeycomb Fiberglass Panels effectively back up struc-
tures for a variety of large and small tooling applications.
They have superior strength-to-weight ratio. Panels
feature an aluminum honeycomb element laminated 
on each side with two layers of treated, 2-ply fiberglass
cloth (total thickness 0.028Ó). Especially suited for 
ribbing on duplicating models or checking fixtures
where long stability is required.

Standard sizes 4Õ x 8Õ and 4Õ x 12Õ in thicknesses of 1/2Ó, 1Ó,
2Ó and 3Ó. Special sizes and high-temperature panels are
available.

To order specify sheet size, thickness 
and quantity desired.
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Release Agents

To order specify catalog number and quantity desired.

Master™ Release-All™
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MASTER Release-All is a versatile
and useful general purpose
parting agent. Its ease of appli-
cation and handling assure
release even under the most 
difficult release conditions.
It is readily adaptable to most
plastic molding, duplication
and casting operations.

MASTER Release-All is stable
under all conditions and is
especially suited for very high
curing temperatures. It 
conforms to the most accurate detail and is readily
cleaned if a paint or coating is to be applied.

Features
• Ease of application. Can be applied by hand (using a 

clean cloth), by brush or conventional spraying 
equipment

• No pre-wax is necessary
• Can be applied to any surface, even on plaster 

(if properly sealed)
• Ready to use
• Unlimited shelf life
• Ready releases…epoxy, epoxy foam, polyester and rigid

polyurethane
• Minimum application gives optimum overall 

performance
• Low odor

Size Catalog Number

1 Quart 922-RA1Q

H.B. Fuller Partingkotes
No. 8300, No. 8301 and No. 8302

No. 8300 – A high performance, fast drying, sprayable 
liquid, film-forming, dark tinted release agent. It is a 
parting agent for plaster, wood, plastic and metallic
molds when using 100% solids, room temperature,
curing epoxy casting and laminating systems.

No. 8301– A dark brown, soft paste wax-like release agent
that contains no flammable solvents. It serves as a superior
one-step release material from metal, plaster and wood
surfaces.This wax eliminates the need for successive coats
of sealers, other parting agents and common waxes.

No. 8302 – A fast-drying, sprayable, grease-like colorless
liquid that does not form a plastic film. It is used for 
parting polyurethane, polyester, water emulsified 
polyester and epoxy compounds from a wide range of
surfaces, especially from elastomer molds. This parting
agent is particularly suggested for release of all types of
foam products.

H.B. Fuller No. Size Catalog Number

8300 16 oz. Aerosol Can 980-8300A
5 Gallon Can 980-8300P

8301 1 Pound Can 980-8301

8302 16 oz. Aerosol Can 980-8302A
5 Gallon Can 980-8302P

To order specify catalog number and quantity desired.

The Kindt-Collins Company has a continuing comprehensive program for researching and
developing new products and new procedures to keep pace with the very latest technology in
our industry.

In addition to the products found in this catalog, we also handle many other products that
could not be included due to space limitations. If you cannot find a product that meets your
needs, call us. We will either handle it or can quickly get it for you.

SEE ALSO PAGE 20-21


